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placard containing instructions for the
use of the lifesaving signals set forth in
regulation 16, chapter V, of the Inter-
national Convention for Safety of Life
at Sea, 1974. These signals must be used
by vessels or persons in distress when
communicating with lifesaving sta-
tions and maritime rescue units.

Subpart 97.45—Carrying of Excess
Steam

§ 97.45–1 Master and chief engineer re-
sponsible.

(a) It shall be the duty of the master
and the engineer in charge of the boil-
ers of any vessel to require that a
steam pressure is not carried in excess
of that allowed by the certificate of in-
spection, and to require that the safety
valves, once set and sealed by the in-
spector, are in no way tampered with
or made inoperative except as provided
in § 97.30–20.

Subpart 97.47—Routing
Instructions

§ 97.47–1 All persons must comply.

All licensed masters, officers, and
certificated seamen on U.S. vessels
must strictly comply with routing in-
structions issued by competent naval
authority.

[CGD 95-027, 61 FR 26008, May 23, 1996]

Subpart 97.50—Compliance With
Provisions of Certificate of In-
spection

§ 97.50–1 Master or person in charge
responsible.

(a) It shall be the duty of the master
or other person in charge of the vessel
to see that all of the provisions of the
certificate of inspection are strictly
adhered to. Nothing in this subpart
shall be construed as limiting the mas-
ter or other person in charge of the
vessel, at his own responsibility, from
diverting from the route prescribed in
the certificate of inspection or taking
such other steps as he deems necessary
and prudent to assist vessels in distress
or for other similar emergencies.

Subpart 97.53—Exhibition of
License

§ 97.53–1 Licensed officers.
(a) All licensed officers on a vessel

shall have their licenses conspicuously
displayed as required by R.S. 4446, 46
U.S.C. 232.

Subpart 97.55—De-Energizing of
Cargo Hold Lighting Circuits
When Grain or Other Com-
bustible Bulk Cargo Is Carried

§ 97.55–1 Master’s responsibility.
(a) Before loading bulk grain, or

similar combustible bulk cargo, the
master shall have the lighting circuits
to cargo compartments in which the
bulk cargo is to be loaded de-energized
at the distribution panel or panel
board. He shall thereafter have periodic
inspections made of the panel or panel
board as frequently as necessary to as-
certain that the affected circuits re-
main de-energized while this bulk
cargo remains within the vessel.

§ 97.55–5 Warning notice posted.
(a) As a precaution against any sub-

sequent unintentional re-energizing of
the circuits specified above, an appro-
priate notice shall be posted at the lo-
cation where the control is effected
warning against re-energizing these
circuits. Such notice shall remain post-
ed while this bulk cargo remains with-
in the vessel.

Subpart 97.80—Operation of
Vehicles in Enclosed Locations

§ 97.80–1 Special operating conditions.
(a) The operation of self-propelled ve-

hicles in enclosed locations shall be
permitted only when the other condi-
tions in this section have been met.

(b) Spaces exposed to carbon mon-
oxide or other hazardous vapors from
exhausts of power-operated industrial
trucks shall have adequate ventilation.
The senior deck officer shall see that
tests of the carbon monoxide content
of the atmosphere are made as fre-
quently as conditions require to insure
that dangerous concentrations do not
develop. Such tests shall be made in
the area in which persons are working,
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